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Solar + Storage

Illustrative installation; confirm project suitability.

Three-phase | Low voltage | 15-30 kW

Rated outputs
15 / 18 / 20 / 25 / 29.9 / 30 kW

PV input
4 MPPTs; 40/40/20/20 A input

Battery platform
30-60 V; 2 channels

Efficiency
99.9% MPPT efficiency

Enclosure
515 x 665 x 270 mm; 55 kg (TBD); IP65

Warranty
Five-year standard warranty

Select the model and approved battery pairing using the complete specification table on page 2.



SOLARUNIS TECHNICAL DATA

MODEL RATING 15 kW 18 kW 20 kW 25 kW 29.9 kW 30 kW

Off-grid Output
Rated Output Power 15kW 18kW 20kW 25kW 29.9kW 30kW
Max. Apparent Power 16.5kVA 19.8kVA 22kVA 27.5kVA 32.9kVA 33kVA
Max. Output Current 25A/23.9A 30A/28.7A 33.3A/31.9A 41.7A/39.9A 49.8A/47.7A 50A/47.8A
Peak Power & Duration 45kW-10s
Rated Output Voltage 3/N/PE, 220/380Vac; 230/400Vac

On-grid Parameter
Rated Output Power 15kW 18kW 20kW 25kW 29.9kW 30kW
Max. Apparent Power 16.5kVA 19.8kVA 22kVA 27.5kVA 32.9kVA 33kVA
Max. Output Current 25A/23.9A 30A/28.7A 33.3A/31.9A 41.7A/39.9A 49.8A/47.7A 50A/47.8A
Max. Grid Input Power 45kVA 48kVA 50kVA 55kVA 59.9kVA 60kVA
Rated Voltage 3/N/PE, 220/380Vac; 230/400Vac
Grid Voltage Range 185-276V (P2N)

PV Input
Rec. PV Input Power 30kWp 36kWp 40kWp 50kWp 59.8kWp 60kWp
Max. PV Input Power 24kWp 28.8kWp 32kWp 40kWp 47.8kWp 48kWp
Max. Input Voltage 1000V
Startup Voltage 140V
MPPT Voltage Range 130-850V
Full Load MPPT V Range 220-850V 240-850V 267-850V 333-850V 398-850V 400-850V
Rated Voltage 600V
MPPT Quantity 4
Max. Number of PV
Strings per MPPT Tracker 2/2/1/1
Max. Input Current 40A/40A/20A/20A
Short-circuit Current 60A/60A/30A/30A

Battery Parameter
Battery Type Lithium-ion / Lead-acid / Sodium
Battery Input Channels 2
Battery Voltage Range 30-60V
Rated Chg/Disch Current 146A+146A 176A+176A 195A+195A 230A+230A 230A+230A 230A+230A
COMM Interface CAN/RS485

Generator Parameter
Max. Input Power 45kVA 48kVA 50kW 55kW 59.9kW 60kW
Max. Input Current 68.2A 72.7A 75.8A 83.3A 90.8A 90.9A
Rated Voltage 3/N/PE, 220/380Vac; 230/400Vac

Efficiency
MPPT Efficiency 99.9% 99.9% 99.9% 99.9% 99.9% 99.9%
European Efficiency 97.5% 97.5% 97.5% 97.5% 97.5% 97.5%

General Data
Dimensions(W*H*D) 515*665*270mm
Weight 55kg(TBD)
Operating Temperature -25°C ~ +60°C
Noise <65db
Cooling Type Intelligent Air Cooling
IP IP65
COMM Interface RS485/WiFi/Bluetooth/LAN/CAN/DRM/Meter

Protect
Overvoltage/Undervoltage Protection, Overcurrent/Short-circuit Protection, Anti-islanding Protection,

Overfrequency/Underfrequency Protection, Earth Leakage Protection, Insulation Detection & Protection,
Reverse Polarity Protection, Active Activation, Earth Leakage Protection, Integrated AFCI (Optional)

Certification
CE-EMC IEC/EN 61000-6-1/-2, IEC/EN 61000-6-3/-4, IEC/EN 61000-3-2/-12, IEC/EN 61000-3-3/-11
CE-LVD IEC 62109-1, IEC 62109-2, EN 62477-1
Grid VDE-AR-N 4105  0124, EN 50549-1:2019/AC:2019, EN 50549-10:2022, C10/C11
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